


RM 1202, 12/F,TUNG CHUN COMMERCIAL CENTRE, 438-444 SHANGHAI STREET, KOWLOON, HONGKONG
SHOGUN TECHNOLOGY CO.,LTD

Pair Color Pair1 White/Blue-Blue  
Pair2 White/Orange -Orange 
Pair3 White/Green-Green  
Pair4 White/Brown-Brown  

Under jacket

L-UO6-DW-DJ
CAT6 UTP Cable, Outdoor Dropwire
Specifications

Transmission Performance

FREQUENCY 
(MHZ)  

INSERTION lOSS 
(dB/100)  

NEXT 
MIN. (dB)  

ACR  
MIN. (dB)  

PS.NEXT 
MIN. (dB)  

PS.ACR 
MIN. (dB)  

ELFEXT MIN. 
(dB/100)  

PS. ELFEXT 
MIN. (dB/100)  

ARC-F 
MIN. (dB/100)  

RL
MIN (dB) . 

69.0 
38.5
33.0
28.5
25.0
22.5
24.2
18.5
16.5
13.5
15.0

 
1  2.0  78.0  76.0  76.0  73.5  69.0  66.0  20.0  

31.25  10.7  56.0  45.3  54.0  42.8  38.5  35.6  23.6  
62.5  15.4  50.5  35.1  52.2  33.0  33.0  29.5  21.5  
100  19.8  47.5  27.7  49.8  25.6  28.5  25.8  20.1  
155  25.1  45.0  19.7  47.2  17.2  25.0  23.0  18.8  
200  29.0  44.4  15.4  45.0  12.3  22.5  21.7  18.0  
250  32.0  45.9  10.9  45.2  6.5  24.2  18.0  25.3  
300  36.4  41.5  4.9  40.7  1.9  18.5  15.6  16.8  
400  43.0  38.5  N/A  37.5  N/A  16.5  13.7  15.9  
550  51.8  36.7  N/A  34.5  N/A  13.5  10.7  14.9  
600  54.5  39.5  N/A  36.5  N/A  22.7  10.0  22.7  

Ordering Imformation

PRODUCT  PART NUMBER  
Cat6 UTP Cable, Outdoor  Double Jacket, 23AWG, 600MHz,   L-UO6-DW-DJ

 
Diameter 23 AWG (0.57mm)BC 

 Diameter                   0.90 ±0.5 mm. 

Conductor Material  Solid bare copper

Insulation Material  HDPE 1.00 mm ±0.05 mm.

 Outer jacket  Material  UV-Proof PE  7.4±0.2 mm.
Inner jacket Material  Black FR-PVC  6.1±0.2 mm.
Messenger Wire Material  Galvanize Steel Wire 1.3 mm R ipcord


	Shogun SD59230U-HNI.pdf (p.1-3)
	Shogun SD59230U-HNI - Copy.pdf (p.4-6)

